GENERAL NOTES

1. STRAW BALE SHALL BE INSTALLED SO BINDINGS ARE ORIENTED AROUND SIDES RATHER THAN ALONG TOPS AND BOTTOMS OF BALE. BALE SHALL BE A MINIMUM OF 30" IN LENGTH.

2. STRAW BALE SHALL BE KEPT ON THE SOIL, A MINIMUM OF 4" AND NO CAPS SHALL BE LEFT BETWEEN BALE.

BALED STRAW DITCH CHECK (E-1)

SECTION A-A
ROADSIDE DITCHES (V-TYPE)

SECTION B-B
ROADSIDE DITCHES (FLAT-BOTTOM TYPE)

GEOTEXTILE FABRIC
(TYPE 3) IN ACCORDANCE WITH SECTION 825 (AHTD SPECS)

SILT FENCE (E-11)

PLAN

SECTION C-C

DROP INLET SILT FENCE (E-7)

NUMBER OF SAND BAGS AND ARRANGEMENT VARIABLE WITH ON-SITE CONDITIONS.

WATER LEVEL

DITCH CHECK

PLACE SAND BAGS AT BASE OF DITCH CHECK IN AREA OF OVERFLOW

FLOW LINE OF DITCH

SAND BAGS

8" MIN

VARIABLE 18"T024" NORMAL

SECTION A-A

SECTION B-B
SAND BAG DITCH CHECK (E-5)

ROCK FILTER

6" MIN

VARIABLE 18"T024" NORMAL

SECTION A-A

SECTION B-B
ROCK DITCH CHECK (E-5)